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[57] ABSTRACT 

A method and apparatus arc disclosed for monitonng tele- 
vision viewing activity to determine preferred categories of 
progranuning and preferred channels of a viewer. To facili- 
tate viewer access to preferred progranuning, the display of 
an electronic program guide may be configured in accor- 
dance with the monitored viewing activity to provide fast 
access to the preferred programming. Hie monitored view- 
ing activity may also be used to provide a lock-out feature 
to prevent or limit the viewing of specified channels or 
categories of prograimning. car to identify and provide infor- 
matioD of interest from the internet In yet another embodi- 
ment of the invention, a viewer may automatically diculate 
through his or her preferred programming, as determined by 
monitoring the viewing activity of that viewer. 

17 Claims, 5 Drawing Sheets 
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METHOD AND APPARATUS FOR CREATING 
A TELEVISION VIEWER PROFILE 

BACKGROUND OF THE INVENTION 

1. Technical Field 

The present InvcDtion relates to the presentatioD of tele- 
vision programs and television program guide information 
to a television viewer. More particularly, the present inven- 
tion relates to a method and apparatus for tailoring on-saeen 
program listings and program selections based upon a view- 
er's past viewing behavior. 

2. Discussion of the Related Art 

Television viewing is a popular activity, and the number 
of available television channels has grown substantially 
since the eady days of broadcast television, thereby provid- 
ing vicwas with greatly increased choices in programming. 
Programming guides have become important viewer tools, 
and indeed, arc essential for efficiently locating desired 
programs. 

P^>er guides, such as those provided with newspapa^, are 
plentiful but suffer from many drawbacks. These drawbacks 
include possible preeiiq>tion after printing and the sheer 
amount of information placed before the reader with little, if 
any. visual distinction between programs. A reader interested 
in only a subset of the available programming is forced to 
search the entire listing to locate the desired program or 
programs. 

More recent alternatives to paper guides, known as Elec- 
tronic Program Guides ("EPG**), have been develc^d. 
EPGs provide television program listings directly on the 
viewer's tdcvision screen, and generally eliminate the pos- 
sibility of relying on an obsolete guide because the program 
listings can be updated in real-tinie by the EPG provider. 
U.S. Pat No. 5353,121 issued Oct. 4, 1994 to Young 
discloses just such an EPG. wherein information is dis- 
played on flic viewer's television screen. 

Hiese known EPGs not only provide on-screen program 
listings, but also allow a viewer to tune to a desired program, 
if such program is listed in the program guide, by interacting 
with the EPG via a remote control instead of manually 
changing channels. EPGs typically present the television 
listings in a grid format and give the viewer control over a 
cursor or pointer with which to make selections. The grid 
may be organized in such a manner that one axis represents 
time and the other represents programming channels. Such 
grids typically i^esent the program channels in a sequential 
manner such as numeric order by channel number or alpha- 
betic order by programming source or other identiftei: 

Although known EPGs grant viewers the convenience of 
identifying available television programs without resorting 
to other sources of information, shortcomings still exist For 
example, a viewer who greatly prefers sports programs over 
other progranmiing will still have to search the entire grid of 
available programs to find those involving qxutiog events of 
interest. Further, although some televisions and television 
scheduling systems allow viewers to prc-spccify certain 
diannels as 'favorite** channels, not every viewer of a given 
television receiver will prefer the same favorite channels, 
and any one viewer* s favorites may change over time, 
thereby reducing the effectiveness of that feature. In 
addition, known EPGs do not provide means for limiting the 
amount of time that a particular channel or particular cat- 
egory of television programming may be viewed, such as a 
parental lock-out feature based not only on the type of 
programming, but on viewing time as well. Known EPGs 
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also do not provide a means for identifying and providing 
information of interest from the internet based upon a 
viewer's past television viewing behavior. 

SUMMARY OF THE INVENTION 

^ In view of the above disadvantages of the related art. it is 
an object of the present invention to jH'ovide a method and 
apparatus for monitoring a viewer's viewing activities, 
determining not only the viewer* s favorite channels, but also 
the viewer*s preferred categories of progranuning. and con- 
figuring the display of an Electronic Program Guide 
("HKJ**) or other suitable guide system in accordance with 
the viewer's viewing preferences. 

In accordance with the present invention, a novel method 
and apparatus is provided for monitoring television viewing 

t3 behavior and determining viewer preferences. This novel 
method and ^paratus may illustratively be used to configure 
and display electronic program guide information on the 
screen of a television in accordance with viewer preferences, 
regulate the amount of time certain television programming 

20 is viewed, automatically switch through prcfeacd program- 
ming options for ease of viewer selection, or identify and 
provide infcvmation of interest from the internet 

In one exenq)laiy embodiment of the invention, an appa- 
ratus for monitoring viewing behavior is jn-ovided which 

25 includes a means for establishing of a viewer profile for 
stewing preferred viewing statuses. The apparatus further 
includes a means for calculating a time duration of a viewing 
status, determining whether the viewing status is included in 
the viewer profile listing, and adding the time duration of the 

30 viewing status to a total viewing time counter for tiiat status 
if it is included in the viewer profile listing. If the viewing 
status is not included in the viewer profile listing, this novel 
apparatus will add the viewing status and the time duration 
' of the viewing status to the same. 

35 If the viewer profile listing is full, the apparatus will 
remove a least ptcfeacd viewing status from the listing to 
make room for the new viewing status. However, only 
viewing statuses greater than a predetermined length will be 
considered for inclusion into the viewer profile listing. 

40 In another aspect of the invention, a viewer's preferred 
categ<»ies of programming may be determined. In this 
aspect of die invention, the time duration of each viewing 
status is divided into a predetennined number of categories 
of television programming, and added to category time 

45 viewing counters corresponding to each such category. 

BRIEF DESCRIPnON OF THE DRAWINGS 
The features and advantages of the present invention will 
be better understood by reference to the following detailed 
50 description, which should be read in conjunction with the 
acconq>anying drawings in which: 

FIG. 1 portrays a hypothetical viewer's viewing behavior 
for a short period of time; 
FIG. 2 dq>icts a viewer profile array showing the infor- 
55 mation that could be sta-ed by the viewer profile for an 
extended period of viewing; 

FIG. 3 is a flowchart demonstrating a preferred algorithm 
for managing the viewer profile array; 
FIG. 4 is a television program listing displayed by an 
M Electronic Program Guide; and 

FIG. 5 is an Electronic lYogram Mini-Guide with primary 
programming displayed in the background. 

DETAILED DESCRIPTION OF THE 
^5 INVENTION 

The following embodiments of the {n'csent invention will 
be described in the context of Electronic Program Guides 
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(^^EPG"*) and general television viewing, although those period of viewing time. By ignoring insignificant viewing 

sidlled in the art will recognize that the disclosed methods periods, ^e viewer profile is able to focus upon a viewer's 

and structures are readily adaptable for broader application. true interests and prevent numerous short unrepresentative 

A television viewing environment typicaUy incorporates a durations fiora skewing the data concerning the 

television, a viewer interface, a viewer interface remote 5 viewer s true References, The viewer pofilc wiU ^us only 

control, and one or more viewers. Viewer interfaces arc sigmficant those viewmg pcnods longer than one 

loiown in the art, and are generaUy found in the form of a Z^Z^^n ?^J^^AZ^LVZt^^^^^ 

, , . . , , * , . . ^ . X* duration represented by one viewmg umt can be varied 

television set-topamL TTie vi^^^^ ^ 1 ^^^^^ 5 ^^^^^^ J^^^^^ 

nectcd ta and between, the television and television ajustraUvely. and for the purpose of describing the present 

progranaArcadcast sources such as cable and satellite. Hie w ^^^^^j.^^ ^j^^^g ^ ^^^^^ 

viewer interface receives input in the form of television uj^s in duration. Therefore, only viewing duraUons longer 

programs and television program guide information from the than one viewing unit, or fifteen minutes, will be considered 

various broadcast sources. The viewer interface may also in determining the viewer's preferred categories of televi- 

perform additional functions such as decoding and encoding sion programming and preferred channels, 

of the television programming. 15 In accordance with the foregoing, FIG. 1 discloses a 

For the purpose of describing the present invention, the hypothetical viewer's actual viewing behavior before being 

viewer interface additionally includes an EPG. However. filtered and stwcd by the viewer profile. Channels 100 are 

one skilled in the art will understand Oiat an EPG could be television channels viewed by the viewer during 

implemented in a variety of ways, including within the ticpicted time period 102. Each viewing duraUon 104 

television or as part of an interactive television network ^ reflects the channel viewed and the elapsed time. Although 

coupled to the viewer interface. An example of a suitable <Uscussed in conjunction with a sir^^^^ hn>othctical viewer's 

EPG is disclosed in U.S. appUcation Ser. No. 08/556.624. '^F^'''^ behavior one sk^ed in tije art will recogmze that 

entitled "Oectronic Pro-am Guide with Enhanced P^Jfl^T^^^ 

Tk_- * *' M J CI J vT iftAc u'-u • • The viewer profile, as disclosed herein, can momtor and 

^^'f^^^w'^'l^'''^ ^^"^ 23 store preference informatioo oo multiple viewers, either 

rated hcrem by relerenoe. ^^^^ ^ coiyunction with an Bectronic Program Guide. 

The viewer interface also includes a means for accepting piQ 2 discloses a viewer profile array 200 stored by the 

viewer commands, such as to change television channels, viewer profile in a storage means as a result of a hypothetical f 

from the remote controL However, the remote control is viewer's extended viewing history. It will be ^reciated) 

merely one means by which a viewer may iaput commands ^ that viewer profile array 200 could be embodied as one of af 

to the viewer interface and/or the EPG. For example, view- number of types of data storage devices, such as a two-^ 

ers may input commands directly into the viewer interface. dimensional array or a linked list Viewer profile array 200 ( 

In accordance with the present invention, a viewer profile contains entries 202 reivesenting television channels viewed \ 

is f^vided for use in the above-described television viewing for at least one viewing unit More specifically, entries 202 / 

environment that will monitor a viewer's viewing behavior 35 in viewer profile anay 200 at any given time represent die / 

to determine Ihe viewer's preferred chaimels and the types determination by the viewer profile of the viewer's prcfer- 

or categ<»ies of television i»x>gramining that the viewer ences at that time. 

prefers on those channels. The viewer proMc of the present The time period over which the viewer profile monitors a 

invention possesses several advantages over Che prior art viewer*s viewing tKhavior and collects data may be termed 

Drawing upon its stored information, the viewer profile will 4^ the viewer {Hofile collection period, A viewer profile col- < 

operate in conjunction with a remotely controllable EPG and lection period will always commence when a new viewer 

can be instructed to surf throu^ the viewer's preferred profile is created. The viewer profile collection period may 

channels automatically or through those channels currently be illustratively reinitialized in response to a viewer's 

showing the viewer's favorite categc»y or categories of command, for exanqile, if a viewer substantially and rapidly 

programming. Additionally, the inf<smation captured by the changes viewing preferences, or may be automatically reini- 

viewer profile can be used to taUor the EPG's presentation tialized at q)propriate time intervals (e.g., one month or one 

of television program guide infonnation so as to provide year). However, the viewer profile collection period will 

faster access to information concerning the viewer's pre- only terminate upon reinitializatiott. 

fctred chaimels and/or programming categories. Further. £ach entry 202 has an associated total viewing unit 

because the viewer profile can store profiles of numerous ^ counto' 204 and one or more individual category or subcat- 

viewers, the tailored progranuning lists can be viewer- cgory viewing unit counters 206. For a viewer's viewer 

spedftc. In addition, the viewer i^ofile can be used to lock profile collection period, total viewing counter 204 of entry 

out spcdfled channels or categories of programming, or to 202 represents the total number of viewing units die viewer 

limit the amount of time such channels or categories may be viewed the corresponding channel itpresented by entry 202. 

viewed. The viewer profile can also be used to identify and 55 Subcategory viewing unit counters 206 represent the number 

provide infonnation of interest from the internet of viewing units during the viewer profile collection period 

The viewer profile may be implemented in software and, the viewer viewed the associated category 208 programming 
like the EPG, downloaded into the viewer interface via an on the corresponding channel of an entry 202. Categories 
interactive television network or odier means for loading 20S rejiesent various possible types of television program- 
software. In another exemplary embodiment, the viewer 60 ming. Within each category 208 there may be one or more 
profile may be implemented as resident software in the subcategories. For example, under the category of movies 
viewer interface. there may be subcategories for adventure, comedy, science 

While monitoring viewing behavior, the viewer profile fiction, etc. By monitoring subcategories in addition to 

will consider short durations of viewing any one channel to categories 208. the viewer profile can provide even more 

be insignificant Such short viewing durations could result 63 accurate information on viewer behavior, 

for CTflmplp. from a viewer surfing through numerous dian- The number of possible entries 202 in array 200 may be 

nels without stopping 00 any one channel for a significant limited. In one embodiment of the invention, die limit is set 
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to a pcrceatagc of the available television channels, illus- 
tratively 10%. In yet another embodiment of the invention, 
the number of entries 202 may have a set numeric limit, such 
as eight. However, one skilled In the art will understand that 
any suitable meajis for limiting the number of entries 202 in 
array 20f may be used. 

When a channel of channels 100 is eligible to become a 
viewer profile entry 202 (i.e., more than one viewing unit 
during the viewer profile collection period) and viewer 
profUc airay 200 is already fuL. a novel method, described 
below in conjunction with FIG. 3. is provided for resolving 
the conflict In practice though, viewers tend to concentrate 
on a Limited number (less than the limit on the number of 
viewer profile entries 202) of favorite channels. 
Viewer Profile Array Management 

Viewer profile array 200 is automatically populated with 
entries 202 as a viewer views, for more than one viewing 
unit, a new television channel that is not already included in 
viewer profile array 200. However, because the viewer 
profile monitors vicwcrs'current favorite channels, when 
viewer profile array 200 is fully populated, there must be 
some method to replace old entries with new favorite 
diannels. FIG. 3 depicts an advantageous method by which 
the viewer profile manages viewer profile array 200. The 
method depicted in FIG. 3 utilizes a weighted least recently 
used algorithm to retire viewer profile entries 202 and make 
room for a new channel. While the least recently used 
algorithm depicted in FIG. 3 is described herein as an 
exemplary embodiment of the present invention, one skilled 
in the art will recognize that other similar algorittuns may be 
used to monitCN: viewing behavior and determine viewer 
preferences and still fall within the scope of die present 
invention. 

Referring now to FIG. 3. a viewer profile timer is initiated 
at step 300 when a television viewer commences viewing a 
dianncl. When the viewer tuocs (step 302) to a different 
channel, the viewer profile examines the timer to determine 
how nuicfa time has elapsed (step 304). If the timer indicates 
that less than one viewing unit has elapsed, no further action 
is taken and the viewer profile simply restarts the timer (stq> 
300). If, however, the timer indicates that one or more 
viewing units has elapsed, then the viewer profile deter* 
mines at step 306 whether the viewed charmel is already in 
the viewer profile array 200. If the viewed channel is already 
an entry 202 in array 200. viewing unit counters 204 and 206 
of entry 202 are incremented (step 30S) by one or more 
viewing units, and the viewer profile then restarts (st^ 300) 
the timer for the new channel. 

If the viewed channel is not already an entry 202 in viewer 
profile array 200. the viewer profile searches (stq} 310) for 
room in the viewer profile array 200 for a new entry 202. If 
there is room in array 200. the viewer profile will move (step 
312) all existing entries 202 down one position in array 2(H>, 
insert the new entry 202 at the top of array 200, and restart 
(step 300) the timer for the new channel. By placing the new 
entry 202 at the top of viewer profile array 200, it should be 
evident that the most recently viewed entries will be located 
at the top of array 200. 

If there is no room in viewer profile array 200 for new 
entry 202, then new entty 202 must replace an existing entry. 
The viewer profile will start (step 314) at the bottom entry 
in anay 200 and decrement (step 316) total viewing units 
counter 204 for that entry 202 by one, and then examine 
(step 318) whether counter 204 for that entry has reached 
zero (subcategory viewing unit counters 206 are not 
decremented). If counter 204 has reached zero, the viewer 
profile will move (step 320) all entries 202 down one 
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position and insert die new entry 202 at the top of array 200. 
Again, this demonstrates how this novel method is weighted 
as far as viewer prefaencc toward the most recently viewed 
entries 202. If. however, decrementing total viewing units 
counter 204 at step 316 for bottom entry 202 does not reduce 
counter 204 to zero, die viewer profile must continue to 
search for an entry 202 that is old enough to be removed 
from viewer profile array 200. 

Therefore, the viewer profile will (steps 322 and 324) 
move up to the next higher entry 202 in viewer profile array 
200. so long as the viewer profile is not already at the top of 
array 200. The viewer profile will then decrement (step 316) 
and examine (step 318) total viewing counter 204 for the 
next higher entry 202. The viewer profile will continue in 
this manner (steps 322, 324. 316. and 318) until it has eitha 
visited every entry 202 in viewer profile 200 or deacmented 
a total viewing units counter for a particular entry to zero. If 
the viewer profile traverses the entire viewer profile array 
200 without having decremented the total viewing unit 
counter 204 to zero for any entry 202, die viewer profile will 
abandon (step 326) its atten^t to add new entry 202 to 
viewer profile array 200. 

In this manner, a viewer profile array 200 is acated 
wherein the order of entries 202 indicates whidi channels 
have been most recently viewed, while the corresponding 
counters 204 and 206 indicate the length and frequency of 
visits to the various channels in array 200. 

In yet another alternative exemplary embodiment of the 
present invention. Instead of performing only one cycle (i.e.. 
one visit to each entry 202 in viewer profile array 200 in an 
attempt to add a new entry 202 to array 200). the viewer 
profile may make multiple cycles through array 200. where, 
for example, the number of cycles may be dependent upon 
the number of viewing units that the channel represented by 
new entry 202 has been viewed. This alternative embodi- 
ment allows the relevance of potential new entry 202 to be 
weighed against the relevance of existing entries 202 on the 
basis of the amount of time the corresponding diatmels have 
been viewed during the viewer profile collection period. 
This may be helpful, for example, in the event that potential 
new entry 202 is viewed for a sut>stantia] period of time (ie., 
several viewing units) while the total viewing unit counters 
204 of the current entries 202 arc rmich lower, for example, 
two viewing units. Hi us, this alternative embodiment 
ensures diat a heavily-viewed new entry 202 is not arbi- 
trarily dismissed as insignificant 

In this alternative erabodinaent when new entry 202 is 
identified at step 304. a new entry viewing units counter (not 
shown) is initialized and set equal to the number of viewing 
units that the channel represented by new entry 202 had been 
viewed. Then, each time the viewer profile cycles through 
viewer profile array 200 (steps 314 to 324). die new entry 
viewing units counter would be decremented by one. If the 
new entry viewing units counter was decremented to zero 
before the total viewing units counter 204 for any entry 202 
in array 200 was decremented to zero, then die attempt to 
add new entry 202 to array 200 would be abandoned at step 
326. If, however, total viewing units counter 204 for an entry 
202 in array 200 was de<Temcnted to zero at steps 316. 318 
before new entry viewing units counter was decremented to 
zero, then the viewer pr<^e would continue at step 320 an 
add new entry 202 to array 200. 

In yet another exemplary embodiment of die present 
invention, after one unsuccessful cycle (steps 314 to 326, 
except step 320) through viewer profile array 200. the 
viewer profile will simply remove the oldest entty 202 that 
has a viewing units counter lower than that of the entry to be 



08/04/2003, EAST Version: 1.04.0000 



5.801,747 



7 

added, if oae exists, in order to make room for a new entry 
202 that has a new entry viewing uoits counter greater than 
one. This alternative embodimem avoids decrementing &e 
counters, over multiple cycles, for all the other existing 
entries and thus de-eiiq)hasizing the importance of these 
entries as com|}ared with future entries to t>e added. 
Use of the Viewer Profile Array 

FIG. 4 demonstrates how a typical Electronic Program 
Guide display 400 may appear witiiout using the novel 
viewer iM'ofUe of the present Invention. Display 40^ consists 
of a table 402 containing rows 404 representing available 
television channels and columns 406 representing time 
periods. The order in which the available channels appear in 
rows 404 is a^habetical by channel name. It can be seen in 
FIG. 4 that a viewer who prefers viewing, for example, the 
Sa-n channel or VH-1, will have to saoll through the 
entire table 402 to learn what is offered on the viewer's 
prefeired channels. 

Id accordance with die tn^esent invention, the information 
captured by the viewer i»ofile can be used by an EPG to 
tailor display 400 so as to provide faster access to informa- 
tion concerning the viewer's preferred channels and/or pro- 
granmiing categories. Thus, rows 404 may be configured by 
an EPG in accordance widi the viewer profile such thsX 
preferred channels or preferred categories of programming 
are displayed at the top of table 402. and may be easily 
selected by a viewer. 

FIG. 5 illustrates an alternative embodiment of a display 
500 of an electronic program guide. As shown in FIG. 5, 
channels may be aligned in a row 502. overlayed upon 
prijnary television display 504. with one channel 506 
selected, through a cursor, at a time. Like the EPG of FIG. 
4. the channels are listed alphabetically by channel name. 
The currently selected television program on diannel 506 is 
identified in an information box 50S below channel 506. 
Using the viewer interface remote control, a viewer can 
examine each channel 506 while viewing primary television 
display 504. 

The EPG of FIG. 5 can operate in conjunction with the 
viewer profile of the present invention to organize the 
Individual channels in row 502 by viewer preference. The 
viewer profile of the present invention may also be used by 
the EPG to autookatically surf through the viewer's preferred 
channels or through those channels presenUy showing the 
viewer's favorite caicgoiy or categories of programming. 
Thus, the viewer profile of the present invention, in con- 
junction with the EPG of FIG. 5; can receive and execute a 
viewer-initiated command to surf automatically, without 
further viewer intervention, through the television channels 
represented by current entries 202 in viewer profile array 
200. This allows a viewer to glimpse the programs currently 
playing on the viewer's favorite channels or the programs in 
the viewer's favorite categories with only one keypress of 
the remote control and stop surfing on one of these favorite 
channels with one more b^rpress. One skilled in the art will 
understand that views of the preferred channels being surfed 
through need not occupy the entire di^lay of the television. 
Thus, for exazq>Ie, as shown in FIG. 5, a cursor may 
automatically st^ through the viewer's preferred channels 
\^e the viewer is still watching primary television display 
504. However, the viewer profile of the present invention 
may also be used to step through preferred channels in 
primary display 504 with no EPG displayed on &xc television 
screen. 

The novel method and apparatus of the present invention 
may also be used to lock out specified channels or categories 
of programming, or to limit the amount of time sudi 
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programming is viewed. An inqvovement upon parental 
lock-out features abxady known in the art. the present 
invention allows the locking out of certain channels based 
on time parameters, thereby allowing the viewing of certain 

5 channels and/or categcnles of viewing to be limited to a set 
amount of viewing units per time period. 

Thus, for example, a viewer cao be limited to only four 
hours of qwrting events per week. Once the viewing unit 
counters of array 200 indicate that four hours of sporting 

10 events have been accumulated, the viewer will be prohibited 
from watching any further sporting events for that particular 
week. This novel lock-out featiire is particularly advanta- 
geous to parents of small children, who may want to limit the 
categories of programs that may be viewed and the viewhig 

15 time of such categories. 

In yet another exemplary embodiment of the present 
invention, the information stored in viewer profile array 200 
is made available to interested broadcasters. The broadcast- 
ers in turn use die information to more appropriately target 

20 ceitain types of (ffogramnung and commercials to certain 
individuals or communities. 

Viewer profile array 200 can also be used to identify 
channels that a viewer has not been watching, but that 
contain content the viewer might find interesting. Thus, for 

25 example, if from the viewer profile it is determined that a 
particular viewer enjoys watching movies, the viewer will 
be notified when movies are showing on channels not 
commonly watched by that viewer. These channels may be 
Identified automatically on a periodic basis, or could be 

30 provided upon a viewer request. 

Similarly, viewer profile array 200 can be used to identify 
and provide infcnnatioo from the internet, including the 
world wide web. to the viewer. This application of the 
viewer profile is highly advantageous as the delivery models 

35 of a personal computer and a television are on opposite ends 
of the interactive spectrum. More particulariy, the personal 
computa is a '"puU" model medium, in that the personal 
computer does nothing until the user boots up the computer 
and enters appropriate commands. Each user command may 

40 produce lengthy interactions, but regardless of length, the 
user controls the navigation and presentation of infoimatioa. 
Simply put, the user "pulls", the informatioD &om the 
personal computer or the internet 

Unlike the personal computer, the television is a "^push" 

45 model medium, in that television broadcasts are pushed at 
the consumer Except for the ability to change channels or 
purchase on dmand videos, the viewer docs not control the 
information stream from the broadcaster. This ^^push" model 
is desirable in the entertainment industry whac surprise is 

50 the key to engaging the audience. 

Accordingly, keeping track of viewing habits through 
viewer profile array 200 is instnunental in combining the 
features of the television and the internet without relying on 
the personal computer ••push'^ model of interaction. As 

55 explained herein, the viewer profile is a compilation of the 
most recently viewed and most often viewed channels, 
programming categories, and iHX)granmung subcategories 
for each viewer. This viewer profile information can be used, 
in conjunction with for exazq)le a known internet search 

60 engine, to search for and **pull" information from the inter- 
net that might be interesting to a particular viewer: The 
located information may then be ''pushed" at the viewer in 
accordance with the television model of interaction. 
The information pulled from the internet may be i^e- 

65 sented to the viewer in a variety of formats. For example, a 
small icon on the television screen can appear discreetly 
whenever something of interest is available. Alternatively, a 
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niaaing banner across the screen can appear giving small 
pieces of information about additional information available 
on the internet 

Various embodiments of the invention have been 
described. The descriptions are offered by way of 5 
illustration, not limitation. Thus, it will be ai^arent to those 
skilled in the art that modifications may be made to the 
invention as described without departing from the scope of 
the claims set out below. 

What is clainted is: 10 

1. A method of monitoring television viewing behavior to 
detennine viewer preferences, comprising the steps of: 

establishing a viewer profile listing for storing a prede- 
termined number of preferred viewing statuses; 

calculating a time duration of a first viewing status; 

determining whether said first viewing status is included 
in said viewer profile listing; 

adding die time duration of said first viewing status to a 
total viewing time counter for said first viewing status ^ 
in said viewer profile listing if said first viewing status 
is included in said viewer profile listing; and 

adding said fkst viewing status and said time duration of 
said first viewing status to said viewer profile listing if 
said first viewing status is not included in said viewer 25 
profile listing. 

2. The method of claim 1, further comprising the stq> of: 
removing a least preferred viewing status from said 

viewer profile listing if said viewer profile listing is full 
when said first viewing status is to be added to said 30 
viewer profile listing. 

3. The method of claim 1. further conq>rising the steps 
comparing the time duration of said first viewing status to 

a predetennined time unit; and 
adding the time duration of said first viewing status to said 
viewer profiie listing only if said time duration exceeds 
said predetermined time imit. 

4. The method of claim 1. further conq>rising the steps of: 
dividing the time duration of said first viewing status into 

a predetermined number of category time durations ^ 
corresponding to a predetermiaed number of categories 
of television progranuning; 

adding the category time durattons of said first viewing 
status to a predetermined number of corresponding 
category viewing time counters in said viewer profile 
listing if said first viewing status is in said viewer 
profile listing; and 

adding said first viewing status and ttie category time 
durations of said first viewing status to the ccsrespond- ^ 
ing category viewing time counters in said viewer 
profile listing if said first viewing status is not in said 
viewer profile listing. 

5. The method of claim 1. wherein said step of detennin- 
ing the time duration of a first viewing status comprises the 
5tq)s of: 

storing a starting time for a first viewing status; 
storing a starting time for a second viewing status; and 
determining the time duration of said first viewing stauis 
by subtracting the starting time for said first viewing 60 
status from the starting time f<x' said second viewing 
status. 

6. The method of claim 1, wherein said step of determin- 
ing the time duration of a first viewing status comprises the 
steps of: ^ 

initiating a timer at a starting time for said first viewing 
status; and 
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determining the time duration of said first viewing status 

in accordance with said timer. 
7. An apparatus for monitoring viewing behavior, com- 
prising: 

means for establishing a viewer profile listing for storing 
a predetermined number of preferred viewing statuses; 

means for calculating a time duration of a first viewing 
status; 

means for determining whether said first viewing status is 
included in said viewer profile listing; 

means for adding the time duration of said first viewing 
status to a total viewing time counter for said first 
viewing status in said viewer profile listing if said first 
viewing status is included in said viewer profile listing; 
and 

means fcx adding said first viewing status and said time 
duration of said first viewing status to said viewer 
profile listing if said first viewing status is not included 
in said viewer profile listing. 
S. The apparatus of daim 7, further comprising: 
means for removing a least preferred viewing status firom 
said viewer profile listing if said viewer profile listing 
is full when said first viewing status is to be added to 
said viewer profile listing. 

9. The apparatus of daim 7. further comiHising: 
means for comparing the time duration of said first 

viewing sums to a predetermined time unit; and 
means for adding the time duration of said first viewing 
status to said viewer profile listing only if said time 
duration exceeds said prcddermined time unit. 

10. The apparatus of claim 7, further comprising: 
means for dividing the time duration of said first viewing 

status into a predetennined number of category time 
durations corresponding to a predetermined nuinber of 
categories of television programming; 

means for adding the category time durations of said first 
viewing status to a predetermined number of corre- 
sponding categ<^ viewing time counters in said viewer 
profile listing if said first viewing status is in said 
viewer profile listing; and 

means for adding said first viewing status and the cat- 
egory time durations of said first viewing status to the 
coxTespooding category viewing time counters in said 
viewer profile listing if said first viewing status is not 
in said viewer profile listing. 

IL A computer-readable medium which can be used to 
direct a computer to monitor viewing behavior, comprising: 

means for directing the computer to establish a viewer 
profile listing for st<xing a predetermined Dumber of 
preferred viewing statuses; 

means for directing the computer to calculate a time 
duration of a first viewing status; 

means for directing the computer to determine whether 
said first viewing stanis is included in said viewer 
profile listing; 

means for directing the con^uter to add the time duration 
of said first viewing sutus to a total viewing time 
counter for said first viewing status in said viewer 
profile listing if said first viewing status is included in 
said viewer profile listing; and 

means for directing the computer to add said first viewing 
status and said time duration of said first viewing status 
to said viewer profile listing if said first viewing status 
is not included in said viewer profile listing. 
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12. The computer-readable medium of claim tl. further 
comprising: 

means for directing the computer to remove a least 
preferred viewing status from said viewer profile listing 
if said viewer profile listing is full whcQ said first 5 
viewing status is to be added to said viewer profile 
listing. 

13. The computer-readable medium of claim IL further 
cofi^sing: 

means for directing the con^uter to compare the time 
duration of said first viewing status to a predetermined 
time unit; and 

means for directing the computer to add the time duration 
of said first viewing status to said viewer profile listing 
only if said time duration exceeds said predetermined 
time unit. 

14. The con^uter-readable medium of claim 11, fiirther 
compiising: 

means for directing the computer to divide the time 
duration of said first viewing status into a predeter- ^ 
mined number of category time durations correspond- 
ing to a predetermined number of categories of televi- 
sion programming; 

means for directing die computer to add the catcgo^r time 
durations of said first viewing status to a predetermined ^ 
number of corresponding category viewing time 
counters in said viewer profile listing if said filrst 
viewing status is in said viewer profile listing; and 

means for directing the computer to add said first viewing 
status and the categcsy time durations of said first 
viewing status to the conesponding category viewing 
time counters In said viewer profile listing if said first 
viewing status is not in said viewer profile listing. 

15. A method for displaying program guide information 
CD the screen of a television, con^>rising the $tq>s of: 

monitoring the viewing b^avicr of a viewer; 
determining at least one prefwed viewing status of the 

viewer in accordance with the viewing behavior of the 

viewer, 

configuring the program guide information in accordance 40 
with said at least one preferred viewing status of the 
viewer; and 

displaying the configured program guide infonnatioQ on 

the screen of the television; 
wherein the step of monitoring coni|)rises the st^s of: 45 

estabUshing a viewer profile listing fc^ storing a pre- 
d^ermined number of viewing statuses; 

calculating a time duration of a first viewing status; 

determining whether said first viewing status is 
included in said viewer profile listing; ^ 

adding the time duration of said first viewing status to 
a total viewing time counter for said first viewing 
status in said viewa profile listing if said first 
viewing status is included in said viewer profile 
listing; and 
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adding said first viewing status and said time duration 
of said first viewing status to said viewer profile 
listing if said first viewing status is not included in 
said viewer profile listing. 

16. In a set-top unit adapted for coupling to a television, 
an apparatus for displaying program guide information 00 a 
screen of a television, said apparatus coraprising: 

means for noonitoring television viewing behavior in 
order to determine viewer channel preferences, said 
monitoring means comprising, 
means for establishing a viewer profile listing for 
storing a predetermined number of preferred chan- 
nels; 

means for calculating a time duration for which a first 
channel is viewed; 

means for determining whether said first channel is 
included in said viewer profile listing; 

means for adding the time duration said first channel Is 
viewed to a total viewing time counter for said first 
channel in said viewer profile listing if said first 
channel is included in said viewer profile listing; and 

means for adding said first channel and said time 
duration said first channel is viewed to said viewer 
profile listing if said first channel is not included in 
said viewer profile listing; 
means for determining the preferred channels of die 

viewer in accordance with the viewing bdiavior of the 

viewer; 

means for configuring the program guide information in 
accordance with the preferred channels of the viewer, 
and 

means for di^laying the configured program guide infor- 
madon on the screen of the television. 

17. The £^)paratus of claim 16 wherein said monitoring 
means further comprises: 

means for dividing the time duration for which said first 
channel is viewed into a predetermined number of 
category time durations coarespooding to a predeter- 
mined number of categories of television program- 
ming; 

means for adding the category time durations of said first 
channel to a predetermined number of corresponding 
category viewing time ooutiters in said viewer profile 
listing if said first diaimel is in said viewer profile 
listing; and 

means for adding said first channel and the category time 
durations of said first channel to the corresponding 
category viewing time counters in said viewer profile 
listing if said first channel is not in said viewer profile 
listing. 

» « » « « 
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